	ProSens 
“continuous dust detection and measurement”
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Contact /Phone Number/ Email Address
Company (address)

Installation site (address)
	Application requirements

	Purpose of measurement
	(  Broken Bag (ProSens 301)

(  Trend Monitoring (ProSens 303)

(  Emission Measurement (ProSens 304 or 305)

	Filter type
	

	Pipe material
	

	Nominal flow rate (304 / 305)
	______ mg/m3 

	Flowing gas velocity (min…max)
	______ m/s  or _____ inches/s

	Pressure (min…max)
	______ bar

	Flowing gas temperature (min…max)
	______ °F

	Ambient temperature (min…max)
	______ °F

	Ex-hazardous area (ATEX)
	(  no     (  yes, ex-zone (int./ext.): _____ /_____

	Can a reference measurement be taken for calibration purposes (304 / 305)
	(  not possible

(  isokinetics

	Reason for measurement
	


	Material characteristics 

	Type of filtered material
	

	Humidity (min…max)
	______ % 

	Does the material cake


	(  no
(  slightly
(  highly


	Sensor mounting position 

	Diameter of pipe
	______ mm


GTS, Inc.
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PO Box 799/70 6th Avenue - Shalimar, FL 32579
Telephone (850) 651-3388 ; Fax (850) 651-4777 
�With the following information you can help us to give you the best solution:
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